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Features

© Fan free structure for harsh environment
o Water resistant structure allowing easy cleaning

© DDR2 SODIMM memory can extend to 2 GB

Wall-Mount

o Support Win XP Pro, POSReady, WEPQOS, Win 7 and Linux environment
© 12" or 15" TFT active matrix LCD panel with 1024 x 768 resolution
> Supports SSD (Solid-State Drive) Data Storage Device

o Data storage device: 2.5” SATA HDD or optional CF card reader

o Optional RAID function for KS-6815 with supports of:

RAID 1 (Disk Mirroring); 2 x SATA | or SATA Il HDD
Side mount attachment
integrates, optional MSR and
optical finger print sensor

KS Series

36 key plus lock keypad and/or Real mount Customer Display Module
MSR and/or Smart card reader customer pole display Optional 12.1” / 15" LCD display unit
mounts on rear bracket of ks stand



Specification KS-6812 KS-6815

Processor Intel Atom CPU, N270 1.6G

System Memory DDR2, SO-DIMM x 2, Max. 2 GB

Video Memory Share system memory up to 128MB

Power Supply +12V DC power adaptor, 50W +12V DC power adaptor, 60W
Housing Aluminum Die Casting

Front bezel Textured Textured, Shiny

Base Stand slim base or wall-mount Gen 5 base or Gen 6 base or wall-mount
Speakers 2W speaker in main unit

OS support POSReady, WEPQOS, XP pro, Win 7, Linux

Compliance FCC-A, CE-A, RoHs, WEEE

LCD 12" 1024 x 768 15" 1024 x 768

Touch Sensor 5 wires resistive

Touch Controller USB interface

Brightness Control By push switch

Tilt Adjustment From 20° to 90° From 15° to 70°

Storage Device 2.5" SATAHDD or SSD

Audio Port Line-Out N/A

CF card slot

(Type Il , memory Option (in main unit)

card only)

LAN Port 10/100 /1000 Mb

Parallel Port N/A ‘ Yes, proprietary port connector-Cable option
Serial Port 3,DB9 x 2, RJ-45 x 1 (RJ-45 to DBY Cable Option)

UPS Port N/A Yes

Standard USB Port 6, (4 ports on the I/O plate, 2 port on left side)
Proprietary USB Port 1 for right side mount option
VGA Port D-Sub 15 pin

CR Port Yes, one port control 2 Cash Drawer

Physical Dimension

Dimension
{(WxDxH inmm)

Weight (N. W. inkg) 4.1 7.7

309.9 x 262.3 x 288mm (12.2" x 10.3" x 11.3") 378 x 304 x 364mm (12.5" x 12.0" x 14.3")

Operation Condition  5°C~+40°C (41°F~+104°F), 20%RH~80%RH, non-condensing max. wet bulb 26°C (78.8°F)
Storage Condition -20°C~60°C (-4°F~140°F) , 10%RH~B0%RH, non-condensing max. wet bulb 28.9°C (84.0°F)

RAID Function N/A RAID 1 (Disk Mirroring)
MSR SD-500: 2/3 tracks modular / Finger printer sensor SD-400W / SD-400T: MSR and/or Finger print sensor
on Right Side of LCD panel SD-800: MSR (1/2/3) and/or RFID (option) and/or WIFI (option)
KP-300 Mic In and Line out and 36 key plus lock keypad and/or MSR and/or Smart card reader
PD-2605: VFD pole display (Gen6)
PD-2605: VFD pole display PD-2604: VFD pole display
Customer Pole PD-2604: VFD pole display PD-2602: VFD pole display (Gen5)
Display PD-310U: LCD pole display (USB interface) PD-310U: LCD pole display (USB interface)
PD-309: LCD pole display PD-309: LCD pole display (Gen6)
PD-306: LCD pole display (Gen5)
2nd LCD Display N/A 12" LM-6101B; 15" LM-6501B, VGA Port
2nd HDD N/A Yes
SSD Storage Device  Support S-ATA | (150MB/s minimum 8G)
Wireless LAN 802.11 a/b/g/n with USB interface
UPS Battery N/A ‘ 2.3 Ahr/12v
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