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PS6508
Pentium   M High 
Performance 15" POS 
Terminal

Features and Benefits: 

WEPOS
Ready

R

Pentium   M / Celeron   M high 
performance platform
15" LCD display with touch screen
Flexible design for versatile applications
Optional fingerprint module or i-Button 
for user identification & security control
Small Footprint
Easy to be transferred to panel PC as 
long as removing stand
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Pentium   M High Performance 15" POS Terminal
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Intel   Celeron   M ULV 1.0GHz / Celeron   M 

1.5GHz CPU (up to Pentium   M 1.8GHz)

1 x DDR2 SO-DIMM Slot, 512MB DDR2 SO-DIMM 
(up to 1GB)

Intel   910GMLE & ICH6M

10/100Base-T Fast Ethernet 

120W Power adapter

9 kg

365 x 363 x 297 mm (14.37" x 14.29 " x 11.69 ") 

Windows XP / XPE, Linux, WEPOS

1 x 2.5" SATA HDD (standard 80GB)

1 x Optional bootable Compact Flash slot for CF 

type I/II storage

4 x USB 2.0 ports

3 x DB-9 (COM 1/2/3), 1 x RJ45 (COM 4), +5/12V 
Selectable

1 x Parallel port (SPP / EPP /ECP)

2 x PS/2 ports

1 x 10 / 100 Mbps

1 x Line-out audio jack, 1 x Micro-in

1 x DB-15 VGA Interface

1 x RJ11 port for 12V/24V Cash drawer
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15" TFT LCD

1024 x 768

250 cd/m

5-wire Analog resistive

0 ~ 65 degree

CE, FCC, cUL, CCC

0 ~ 35 C

-20 ~ 60 C

20% ~ 90%
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15" POS terminal with Celeron-M 1.5GHz CPU, 

512MB DDR2 SO-DIMM, 80GB HDD 

Fluorescent Displays, 20 columns and 2 lines, 
each column is 5 x 7 dots

Read only, output through PS/2 KB interface 

JIS-I or II, ISO Track1+2+3

Bootable Compact Flash slot for CF type I/II storage

Black

Windows XP / XPE, Linux, WEPOS

12.1" LCD Display, 800 x 600
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