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RP-320
MP-300

TP-7688

High Performance Receipt Printer
MP-300 Mobile Printer RP-320 Receipt Printer TP-7688 Receipt Printer

MP-300 mobile thermal printer, it is The high speed thermal printer solution 2 Station Dot Matrix Receipt Printer
compact and light weight design, for retail and hospitality environment ® Roll paper

perfect mobile receipt printer for That require fast and quiet printing. ® 44.5 mm paper width

variety applications such as Queue- Roll thermal paper e 3.0 lines/sec printing speed
busting, table side service, ticketing 80mm paper width ® 24 columns (ASC II),

and worker on the go. 200 mm/sec high speed printing 12 columns (BIG 5)

Support full & partial cut
Wall mounting
Water proof cover (Option)
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High Performance Receipt Printer

Partner Tech's thermal printers are high speed thermal printer
solution for retail and hospitality environment that require fast and
quiet printing. Supporting a full range of fonts for different
countries.

The RP-320 is a particularly fast thermal receipt printer with a
printing rate of up to 200 mm/s at a resolution of 180 dpi. The
compact size and integrated wall mounting make this dependable
model absolutely ideal for many applications. A wide range of
interface and port options allows easy installation and simple
integration to either POS environments or POS solutions.

A special feature is that the RP-320 is equipped with a signal tone
that can be remotely controlled, making it the ideal printer for
kitchen use.

MP-300 mobile thermal printer, it is compact and light weight
design, perfect mobile receipt printer for variety applications such as
Queue-busting, table side service, ticketing and worker on the go.

Item MP-300

Item RP-320

Printing Method
Printing Speed
Dot Density
Dot Pitch
Effective Printing
Memory
Character Per Line
Paper Type
Paper Width
Paper Thickness
Paper Roll Diameter
Roll Core Inner Diameter
Reliability TPH Life
Pulse activation
Interface
Character set

Direct Thermal

60mm/sec

203 DPI

8 dots/mm, 0.125 pitch
Width : 72mm, 576 dots/line
8MB SDRAM, 4MB Flash
* Font A : 48 columns
Thermal Paper roll type
80 mm (+-0.1)

Max. 0.065 mm

Max. 45mm

12.5 mm +/-0.5mm

50 km

100milin pulse or more (12.5% print ration)
Serial (RS-232C) / Bluetooth class 2

alpha numeric character: 95

Extend graphic: 128 x 18 Page(1 space page)
International character: 14

* Font B : 64 columns

Printing Method Direct Thermal
Speed 200mm/sec
Width 72mm(512Dots/Line)
Resolution 180DFPI
Paper Type Thermal Paper
Width 50mm ~ 82.5mm
Thickness 0.06mm ~ 0.09mm
Roll Diameter  Max. @ 80.0mm
Roll Core Inner 12.5mm + 0.5mm
Reliabilty Tph life 160km
Mcbf 60,000,000 Lines
Auto cutter 1,500,000 cuts(Guillotine)
Sensor Standard Paper End, Cover Open,
Option Paper Low, Black Mark Sensor
Interface Standard usB
Option Serial, Parallel, Ethernet
Emulation ESC/POS Command Compatible
Driver Window Printer Driver(7, XP, 2000, 2003,
VISTA), WEPQS, OPQOS, Linux, JavaPOS
Power Type External SMPS
AC 100 ~ 240Vac 50/60 Hz
DC 24Vdc f2.5A
Temperature Operation 5~40C
Storage -20 ~60°C
Dimension 152mm x 198mm x 151mm (W x D x H)
Weight 1.7kg
Color Black, Ivory

Item TP-7688

Printing Method Dot matrix
Printing Speed
Dot Density

3.0 lines/sec
* Receipt/Journal 108 dots/line
» Validation 248 dots/line
Printing Direction Bi-directional
Paper Method
Paper Type Roll
Paper Width 44.5 mm
Paper Roll Diameter 83.0 mm (max)

Friction Feed

Barcode EAN-8, EAN-13, CODE39, ITF, UPC-A

CODABAR, CODE93, CODE128 Reliability MCBF 20 Million lines
Ereigi ESCPOS Reliability Print Head 300 Million Dots

Driver Window CE 4.2&5.0, Window mobile 5.0 Character set ASC Il, Double-size ASCII, Chinese BIG 5,

Sensor Standard: Paper end sensor, Cover open sensor Double-size BIG 5, User defined
Option: Black mark sensor Font Size 7 x 9 dots (ASC I1), 16 x 9 dots (BIG 5)

Charger Input: AC 100V ~ 240V, 50~60 Hz No. of Columns 24 columns (ASC 11), 12 columns (BIG 5)
Output: 8.4V, 0.8A Data Buffer 8K byte

Battery 7.4V 1130mAH Li-ion, 2-3 hours charging time, Drawer Port RJ 11port, 24V (supports 2 cash drawers)
40~50 minutes in continuous operating (40mm/sec) Interface RS232C Serial (PJ), Centronic Parallel

Environment * Operating Temperature : 5 ~ 40 degree C
® Storage Temperature : -20 ~ 60 degree C
® Operating Humidity : 35 ~ 80%

® Storage Humidity : 10 ~ 90%

Power Adapter
Environment

Dimensions 106(W) x 100(D) x 49.5(H) mm
Weight 350g(without battery and paper) Auto cutter
Accessories Battery, RS-232 cable, Charger, Paper Roll, CD, Ink Ribbon
Leather case (option) Weight
Certifications EMI & Safety: CE, FCC, CB, UL, BSMI, CCC Color
RF: SRRC, FCC ID, R&TTE, NCC Dimensions
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Partner Tech Corporation

Taiwan  TEL:+886-2-29188500 FAX: +886-2-29153405
USA  TEL:+1-949-598-1888 FAX: +1-949-598-0088
Europe  TEL:+49 (0)40 450 635-0 FAX:+49 (0)40 450 635-130
UK  TEL:+44 (0)1928 579707  FAX:+44 (0)1928 571 308
China  TEL:+86-21-67696667 FAX: +86-21-67696699
Korea  TEL:+82-2-867-8477 FAX:+82-2-867-8478

E-mail:sales@partner.com.tw
E-mail:sales@partnertechcorp.com
E-mail:info@partner-tech.eu
E-mail:sales@partnertechuk.com
E-mail:sales@partnertech.com.cn

E-mail:adams_c@partnertech.com.cn

AC 100V~240V, DC 24V

* Operating Temperature : 5 ~ 40 degree C
* Storage Temperature : -20 ~ 60 degree C
* Operating Humidity : 35 ~ 80%

® Storage Humidity : 10 ~ 90%

Full/Partial Cut (Receipt)

ERC-32 (P)

2.7 kg

White / Black

WxLxH = 174 x 306 x 188 mm

* specification subject to change without prior notice
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