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Features

* Option List
» Customer Rear Display
inter

Product Specification

Type Direct thermal
Resolution 150dpi (6dot/mm)
. Printing speed 30mm/sec (8.0L/sec)
Brintey Printing width max. 48mm
Paper dimension 57.5mm (W) x® 70 (dia.)
Font 8x17
Display Operator (front) VFD (10-digits)/2 Line-LCD
Customer (rear) Option
Keyboard 49 Key Raised
Communication I/F (RS232) Standard
Take up spool Standard
Mode key Rotary type
Power switch Yes
Paper End sensor Yes
CPU W78C438
T PGM ROM 2Mbit EPROM
DATA RAM 1Mbit SRAM Option (4Mbit SRAM)
Memory protection battery 60 Days
Power requirement 120V/60Hz, 230V/50Hz
Drawer 4 Notes & 8 Coin
Environment-Condition Temperature 32°F~104°F (0°C~40°C)
Humidity 30%~80% RH
Dimensions (WxDxH,mm) Set (with drawer) 240 x 450 x 400mm
Drawer 105 x 450 x 400mm
Weight (set only) About 7.8 Kg
DEPARTMENT 15
PLU Max.1000
Graphic Logo Yes
Max.1800 line with TM SRAM
S/W Function E/J Max. 16000 line with 4M additional SRAM

(Memory Allocation)

RTC (DATE/TIME)

Yes (Automatically)

Decimal Key Yes
Calculator Yes
PERIPHERAL PC. Kitchen Printer
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Distributed by :
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East London Electronics Ltd
020 8472 6661
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